

















Excellent value projector
with all the essentials.

Entry-level XGA projector that features a powerful 2600 lumens and 500:1 contrast ratio for high-quality images. User-friendly
controls make it an ideal corporate, education and mobile solution.

- Native XGA resolution delivers crisp image
detall

+ 2600 lumens - sufficient brightness for
general business use

+ 500:1 contrast ratio for vivid colours
« Just 29dBA in Quiet Mode

+ Canon wide-angle 1.2x zoom lens for large
images from short throw distances

- Auto Vertical Keystone Correction corrects
image geometry

« Screen Colour Compensation with nine
options, including Greenboard and
Whiteboard modes

+ Built-in audio with 7W output and line-out
terminal

+ HDCP-enabled DVI terminal for sharp
reproduction of digital sources and RJ-45
port for control and monitoring

« Ergonomic design with built-in carrying
handle and easy lamp replacement

IN-BOX ACCESSORIES

Remote Control

Offers wireless control of most projector functions.

Soft Carry Case

A smart case with a strong shoulder strap, ensuring the
projector is well protected whilst on the move.

VGA Computer Connection Cable, 1.8 metres

For connection of a standard laptop or desktop PC to the
projector's RGB Input.

AC Mains Power Cable

For connecting the projector to the AC mains supply.
DVI to VGA adaptor

Connects standard 15-pin VGA cables to the DVI terminal.

OPTIONAL ACCESSORIES
(AVAILABLE SEPARATELY)

Replacement Lamp: LV-LP31
Replacement lamp for LV-8300, LV-7375,
LV-7370 and LV-7275.

Ceiling Mounting Bracket: LV-CL15

Enables ceiling mounting of the projector unit.

DVI Cable: LV-CA29

Allows a direct digital link between the video source and
the DVI port.

Component Video Cable: LV-CA32

Used for connecting the projector to sources with
Component Video outputs, such as high-specification DVD
players.

RS-232C Control Cable

Connects to the projector’s service port for control from a
PC or other device.

VGA Extension Cable, 10 metres: LV-CA02

Used when the computer is some distance away from the
projector.



Specifications

LV-8300

LV-7375

LV-7370

LV-7275

LCD PANEL
Type | Transmissive LCD, Poly-silicon TFT Active Matrix Transmissive LCD, Poly-silicon TFT Active Matrix Transmissive LCD, Poly-silicon TFT Active Matrix Transmissive LCD, Poly-silicon TFT Active Matrix
Sizeand Number | 0.59” diagonal with microlens, 3 panels 0.63” diagonal with microlens, 3 panels 0.63" diagonal with microlens, 3 panels 0.63" diagonal, 3 panels
AspectRatio | 16:10 43 43 43
Native Resolution | 1280 x 800 (WXGA), 1024000 pixels 1024 x 768 (XGA), 786432 pixels 1024 x 768 (XGA), 786432 pixels 1024 x 768 (XGA), 786432 pixels
OPTICS
LampType | 230WNSHA 230WNSHA 230W NSHA (running at 210W max) 230W NSHA (running at 210W max)
Lens FNumberand FocalLength | F1.7-F1.9;f=17.7-21.2mm F1.7-F2.0;=19.8-23.7mm F1.7-F2.0;f=19.8-23.7mm F1.7-F2.0;f=19.8-23.7mm
Zoom Magnificationand Control | 1.2xManual 1.2xManual 1.2xManual 1.2xManual
Focus Control | Manual Manual Manual Manual
LensShift | 8.5:1.5(fixed) 8.4:1.6(fixed) 8.4:1.6 (fixed) 8.4:1.6 (fixed)
IMAGE AND AUDIO
Brightness | 3000 lumens 3500 lumens 3000 lumens 2600 lumens
Brightness Uniformity | 85% 85% 85% 85%
ContrastRatio | 500:1 (fullon/ full off) 500:1 (fullon / full off) 500:1 (fullon / full off) 500:1 (full on / full off)
Projection Distance Coverage | 0.7m-10.7m (2.9-3.5m for 100 inchimage) 0.8m-11.3m (3.1m-3.7m for 100 inch image) 0.8m-11.3m (3.1m-3.7m for 100 inch image) 0.8m-11.3m (3.1m-3.7m for 100 inch image)
ScreenSize | 21”-300" (45x28cm - 646X 404cm) 217-300" (43 x32cm - 610x 457cm) 217-300" (43x32cm - 610x 457cm) 217-300" (43x32cm - 610x 457cm)

Digital Zoom Magnification
Keystone Correction Range
Digital RGB Compatibility
Analogue RGB Compatibility
Digital Video Scan Systems
Component Video Scan Systems
Video / S-Video Colour Systems

Ix-4x

Vertical: +/- 30° (Auto / Manual)

SXGA+/ SXGA/ WXGA / XGA/ SVGA/ VGA/ MAC
UXGA / SXGA+ / SXGA/ WXGA / XGA / SVGA / VGA
1080i/720p/ 576p/ 480p

1080i/720p/ 576p/ 5761/ 480p / 480i
PAL/PAL-M/PAL-N / PAL-60 / NTSC/

NTSC4.43 / SECAM

1x-4x

Vertical: +/- 30° (Auto / Manual)

SXGA+/ SXGA/ WXGA / XGA/ SVGA/ VGA / MAC
UXCGA / SXGA+ / SXGA/ WXGA / XGA/ SVGA / VGA
1080i/720p/ 576p / 480p
1080i/720p/576p/ 5761/ 480p / 480i
PAL/PAL-M/PAL-N / PAL-60 / NTSC/

NTSC4.43 / SECAM

1x-4x

Vertical: +/-30° (Auto / Manual)

SXGA+/ SXGA/ WXGA/ XGA/ SVGA/ VGA / MAC
UXGA/ SXGA+/ SXGA/ WXGA / XGA / SVGA/ VGA
1080i/720p/ 576p/ 480p
1080i/720p/576p/ 5761/ 480p / 480i
PAL/PAL-M/PAL-N / PAL-60 / NTSC/

NTSC4.43 / SECAM

X-4x

Vertical: +/- 30° (Auto / Manual)

SXGA+ / SXGA/WXGA/ XGA / SVGA/VGA/ MAC
UXGA/ SXGA+ / SXGA/ WXGA / XGA / SVGA/ VGA
1080i/720p/ 576p / 480p

1080i/720p/ 576p/ 576i/ 480p / 480i
PAL/PAL-M/PAL-N / PAL-60 / NTSC/

NTSC4.43 / SECAM

DisplayModes | Standard, Presentation, Cinema, Video, SRGB Standard, Presentation, Cinema, Video, SRGB Standard, Presentation, Cinema, Video, SRGB Standard, Presentation, Cinema, Video, SRGB
Image Enhancement | Digital Gamma Correction Digital Gamma Correction Digital Gamma Correction Digital Gamma Correction

Built-in Speaker | 7.0WRMS, Monaural 7.0W RMS, Monaural 7.0WRMS, Monaural 7.0WRMS, Monaural

CONNECTORS

Analogue RGB Input 1

Digital RGB / Analogue RGB Input 2

Mini D-Sub 15-pin
(Component Video via optional adaptor cable)
DVI-129-pin, HDCP compatible

Mini D-Sub 15-pin
(Component Video via optional adaptor cable)
DVI-129-pin, HDCP compatible

Mini D-Sub 15-pin
(Component Video via optional adaptor cable)
DVI-129-pin, HDCP compatible

Mini D-Sub 15-pin
(Component Video via optional adaptor cable)
DVI-I29-pin, HDCP compatible

Analogue RGB Output | Mini D-Sub15-pin Mini D-Sub 15-pin Mini D-Sub 15-pin Mini D-Sub 15-pin
S-VideoInput | MiniDIN 4-pin Mini DIN 4-pin Mini DIN 4-pin Mini DIN 4-pin
Composite Video Input | RCAx1 RCAX1 RCAX1 RCAX1
Audiolnput1 | 3.5mm stereo mini-jack 3.5mm stereo mini-jack 3.5mm stereo mini-jack 3.5mm stereo mini-jack
Audiolnput2 | 3.5mm stereo mini-jack 3.5mm stereo mini-jack 3.5mm stereo mini-jack 3.5mm stereo mini-jack
Audiolnput3 | RCAX2(L/R) RCAX2 (L/R) RCAX2 (L/R) RCAX2 (L/R)
AudioOutput | 3.5mm stereo mini-jack (variable level) 3.5mm stereo mini-jack (variable level) 3.5mm stereo mini-jack (variable level) 3.5mm stereo mini-jack (variable level)
Service Port/ Projector Control | Mini D-Sub9-pin Mini D-Sub 9-pin Mini D-Sub 9-pin Mini D-Sub 9-pin
Network Port | RJ-45 RJ-45 RJ-45 RJ-45
MECHANISMS
FrontElevation Mechanism | Mechanical foot, 10° maximum image elevation Mechanical foot, 10° maximum image elevation Mechanical foot, 10° maximum image elevation Mechanical foot, 10° maximum image elevation
RearAdjustment Mechanism | One rotary foot for fine adjustment One rotary foot for fine adjustment One rotary foot for fine adjustment One rotary foot for fine adjustment
RATINGS
Dimensions (WxHxD) | 317mmx111mmx336mm 317mmx 111mmx 336mm 317mmx 11Tmmx 336mm 317mmx 111mmx 336mm
Weight | 3.3kg 3.3kg 3.3kg 3.3kg
PowerSource | 100V -240VAC, 50/60Hz 100V - 240V AC, 50/60Hz 100V - 240V AC, 50/60Hz 100V -240VAC, 50/60Hz
Power Consumption | Normal Mode: 325W / QuietMode: 240W / Normal Mode: 325W / Quiet Mode: 240W / Normal Mode: 295W / Quiet Mode: 240W / Normal Mode : 295W / Quiet Mode : 240W /
Standby: 11W / Power-Saving: 3W Standby: 11W / Power-Saving: 3W Standby: 11W / Power-Saving: 3W Standby: 11W / Power-Saving: 3W
Noise Level | Normal Mode: 35dBA/ Quiet Mode: 29dBA Normal Mode: 35dBA / Quiet Mode: 29dBA Normal Mode: 35dBA/ Quiet Mode: 29dBA Normal Mode: 35dBA/ Quiet Mode: 29dBA
Operating Environment | +5°Cto+40°C +5°Cto +40°C +5°Cto +40°C +5°Ct0+40°C
Storage Environment | -10°Cto+50°C -10°Cto +50°C -10°Cto +50°C -10°Cto +50°C
Warranty | 3years 3years 3years 3years

Some images are simulated for clarity of reproduction. All data is based on Canon’s standard testing methods.
Specifications are subject to change without notice. ™ and ®: All company and/or product names are trademarks and/or registered trademarks of their respective manufacturers in their markets and/or countries.

TRUE THROW DISTANCES FOR THE LV-8300 PROJECTOR

TRUE THROW DISTANCES FOR THE LV-7375, LV-7370 AND 7275 PROJECTORS

Screen size Screensize
Inches Pl 40 80 100 150 200 300 Inches Al 40 80 100 150 200 300
(WxH)em 45x28 8654 172x108 215x134 323x202 431x269 | 646Xx404 (WxH)cm 43x32 81x61 163x122 203x152 305x229 | 406x305 610x457
Projection Projection
Distance Distance
Zoom max S 1.1m 2.3m 2.9m 4.4m 5.9m 8.8m Zoom max = 1.2m 2.5m 3.1m 4.7m 6.2m 9.4m
Zoom min 0.7m 1.4m 2.8m 3.5m 5.3m 7.0m 10.7m Zoom min 0.8m 1.5m 3.0m 3.7m 5.6m 7.5m 11.3m
Height, H1 24cm 46cm 92cm 114cm 172cm 229cm 343cm Height, H1 27cm 51cm 103cm 128cm 193cm 257cm 386cm
Height, H2 4cm 8cm 16cm 20cm 30cm 40cm 61cm Height, H2 5cm 10cm 19cm 24cm 36cm 48cm 71cm
10.7 m (Zoom min.) 11.3 m (Zoom min.)
8.8m (Zoom max.) 9.4m (Zoom max.)
Zoom (max.) 300~ 1Z00m (max.)
59m . 62m T
300 300" | | Zoom (min.)
44m oo 300" || Zoom (min.) 200" oo
247" 150"
166" H1 165" H1
80" 126"
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67"
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Optical axis when image is projected
atrightangle to the screen.

Optical axis when image is projected
atrightangle to the screen.
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