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For education or business, these projectors

— have all the features you want.
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Q‘ CP-X3010 3,000 Lumens

For Standard Classrooms

______ CP-X251 0 2,600 Lumens

——
—_———=== For Small Classrooms

S====== £
‘ e m——— —/" CP-X2010 2,200 Lumens

For Small Meeting Rooms
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SPECIFICATIONS

Model name

CP-X2010

Liquid crystal panel

0.63" (1.6cm) polysilicon active-matrix TFT x 3

Number of pixels

786,432 pixels (H1,024 x V768)

Resolution 1,024 x 768 color pixels (XGA)
Lens Manual zoom 1:1.2

Lamp 210W UHP

Brightness 2,200 ANSI Lumens

Contrast ratio 500:1

Audio 16W mono (8W x 2)

Acoustic noise

29dBA in ECO mode

Keystone correction

Auto Vertical Keystone

Power supply

AC100-120V/AC220-240V

Operating temperature

5-35°C (41-95°F)

Input Computer input
signals Video input

VGA, SVGA, XGA, WXGA, SXGA, SXGA+, UXGA, MAC16"
NTSC, NTSC4.43, PAL, SECAM, M-PAL, N-PAL, PAL60
HDTV: 720p, 1080i, 1080p

SDTV: 480i, 480p, 576i, 576p

Input/output  Video input

terminals
Audio input
Computer input
Audio output
Monitor output
Control and
mouse

S-Video: Jack x 1, Composite video: RCA jack x 1
Component video: RCA jack x 3

Stereo Mini jack x 2, RCA jack x 2 (L/R)

Analog RGB: 15-pin Mini-Dsub x 2

RCA jac

Agency certifications

Dimensions (WxHxD)

Weight

Standard accessories

Optional accessories
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